




Simple layout and easy-to-read 

two-line front panel user interface 

displays the printer status, error 

messages and jobs in progress.

Phaser® 3600 Printer Confi gurations

Phaser 3600B

•  2-Tray, 600-sheet capacity

•  64 MB memory 

(expandable to 512 MB) 

Phaser 3600N

3600B plus:

•  10/100Base-TX Ethernet 

•  128 MB memory 

(expandable to 512 MB)

Phaser 3600DN

3600B plus:

•  Automatic two-sided printing

•  10/100Base-TX Ethernet 

•  128 MB memory 

(expandable to 512 MB) 

Options

•  Automatic two-sided printing 

(standard on 3600DN) 

•  One additional 500-sheet 

input tray

•  Additional memory

•  Wireless network adaptor

1   Automatic two-sided 
printing is standard on the 

Phaser 3600DN, and available 

as an option on the Phaser 

3600B and 3600N models.

2   100-sheet multipurpose tray 

handles a variety of paper, 

from 16 – 43 lb. bond to 

60 lb. cover (60 –163 gsm), 

including envelopes, labels, 

business cards and other 

specialty media.

3   500-sheet input tray 

feeds 16 lb. to 28 lb. 

(60 – 105 gsm) paper.

4   Add an additional 500-sheet 
input tray to boost total paper 

input capacity to 1,100 sheets.

The capacity to do more
The Phaser 3600 laser printer offers more printing features 

for fast-paced businesses on a budget. A choice of confi gura-

tions are available to meet the needs of a busy single user 

or a small work team, while more options further expand the 

printer’s capabilities. 
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3600B 3600N 3600DN

Speed Up to 40 ppm letter, 38 ppm A4

Duty Cycle 200,000 pages / month

Paper Handling 
Paper input                        Standard Tray 1 (MPT): 100 sheets; Custom sizes: 3 x 5 to 8.5 x 14 in. / 76 x 127 mm to 216 x 356 mm

Tray 2: 500 sheets; Selectable sizes from letter to legal / A6 to A4

                                         Optional Tray 3: 500 sheets; Selectable sizes from letter to legal / A6 to A4 (1,100-sheet total capacity)

Paper output 250 sheet face-down, 100 sheet face-up

Automatic two-sided printing Optional Standard

Print 
First-page-out-time As fast as 9 seconds

Resolution (max) 1200 image quality

Processor 400 MHz

Memory (std / max) 64 MB / 512 MB 128 MB / 512 MB

Connectivity Parallel, USB 2.0 10/100Base-TX Ethernet, Parallel, USB 2.0

Page description languages PostScript® 3™ compatibility,  PCL®6 and 5e emulations

Print features                  Standard Smart Trays, Booklet printing, Scaling, Fit to page, Watermarks, Overlays,  

Posters, Custom-size pages, Covers, N-up, Toner save mode, Secure print*, Collation*

Warranty One-year on-site warranty, Xerox Total Satisfaction Guarantee

Copyright © 2008 XEROX CORPORATION. All rights reserved. XEROX®, CentreWare®, Phaser® and the Sphere of Connectivity design are trademarks of XEROX CORPORATION in the U.S. and/or other countries. ENERGY 
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property of their respective manufacturers. Product information and/or specifi cations are subject to change without notice. 5/08     610P729645 36XBR-01UA

Device Management
Phaser Installer, CentreWare® IS Embedded Web 

Server*, CentreWare® Web*, Global Print Driver*, 

Font management utility*

*3600N and 3600DN

Print Drivers 
Windows® 2000/XP/2003 Server, 98/me/NT4.0, Vista, Mac OS® 

8.6–9.2, 10.1–10.5, Novell Netware® 4.x/5.x/6, Various Linux OS 

including Red Hat® 8–9, Fedora™ Core 1–4, Mandrake 9.2–10.1, 

SuSE 8.2–9.2, Unix HP-UX, Sun Solaris, SCO, Xerox Walk-Up® 

Printer Drivers

Font Capability 
136 PostScript® fonts; 68 PCL® fonts 

Media Handling
Tray 1: 16–43 lb. bond to 60 lb. cover / 60–163 gsm

Tray 2 and Tray 3 (optional): 16–28 lb. bond / 60–105 gsm 

Two-sided output: 20–24 lb. bond / 75–90 gsm. 

Media types
Plain paper, envelopes, labels, transparencies, cardstock

Operating Environment
Temperature: 50° to 90°F / 10° to 32°C 

Humidity: 20% to 80% 

Sound pressure: Printing: 56.0 dB(A),

Standby: 35.0 dB(A) 

Warm-up time (from power save):

31 seconds or less,

FPOT from power save: 40 seconds

Electrical
Power: 110–127 VAC, 50/60 Hz or 220–240 VAC, 50/60 Hz

Power consumption: Printing: 650 W, 

Standby: 130 W, Power save: 13 W, 

3600DN: ENERGY STAR® qualifi ed

Dimensions (WxDxH)
15.7 x 18.2 x 15.1 in. / 399 x 463 x 383 mm 

Weight: 39 lb. / 17.65 kg

Certifi cations
Listed to UL 60950-1/CSA 60950-1-03, 1st Edition, FDA/CDRH – Class 

1 Laser Product, FCC Part 15, Class A, Canada ICES-003, Class A, CE 

marked, Low Voltage Directive 2006/95/EC, EN 60950-1, 1st Edition, 

EN 60825-1 – Class 1 Laser Product, EMC Directive 2004/108/EC, EN 

55022, Class B, EN 55022, Class A, RoHS Directive 2002/95/EC, WEEE 

Directive 2002/96/EC

What comes in the box
• Phaser 3600 Printer

• Print cartridge (7,000 print capacity)

•  World Kit (includes Software and documentation CD, 

Registration card, Warranty booklet)

• Power cord

Supplies Recycling Program
Consumables for the Phaser 3600 are part of the Xerox 

Green World Alliance Supplies Recycling Program. For 

more information, please visit the Green World Alliance 

website at www.xerox.com/gwa

Supplies
Print cartridge: 7,000 pages1 106R01370

Print cartridge: 14,000 pages1  106R01371

Options
Duplex Module    097S03756

500-Sheet Feeder   097N01673

64 MB Phaser Memory   097S03759

128 MB Phaser Memory   097S03760

256 MB Phaser Memory   097S03761

Wireless Network Adapter  097S03740

(not available on 3600B)
1    Average standard pages. Declared Yield in accordance with ISO/IEC 19752. 

Yield will vary based on image, area coverage and print mode.

*Standard on N/DN Confi gurations, Optional on B Confi guration

 Call today. For more information, 

call 1-877-362-6567 or visit us 

at www.xerox.com/offi ce

Phaser® 3600
Black-and-White Laser Printer


